CS-UT-201


CONSTRUCTION SPECIFICATION
CS-UT-201  EXCAVATION AND BACKFILL OF TRENCHES FOR CONDUITS AND PIPELINES

1
SCOPE
This specification applies when trench excavation is necessary for installation of a conduit and/or pipeline.

2
EXCAVATION
The bottom width, side slopes, and gradeline of the trench excavation shall be to the dimensions and lines shown on the drawings.  See Figures 1 and 2 for typical trench cross-sections.
Excavated trenches shall conform to state and local laws and regulations for trenching.  Trenches shall be supported as necessary to safeguard the work and workers.  Trench supports shall prevent sliding or settling of the adjacent ground.  The width of the excavation shall be increased, if necessary, to provide space for sheeting, bracing, shoring, and other supporting installations.

3
BACKFILL
a.
The initial backfill shall be select material that is 1 inch diameter or finer, placed and compacted around and above the conduit to the depth and density indicated on the drawings or in Figure 1.  All material greater than 1 inch in diameter within 6 inches of the pipe must be removed.  
b.
The final backfill may be the material from the trench excavation that is less than 3 inches in diameter.  The final backfill shall be compacted or windrowed. 
c.
Backfill material shall contain no frozen soil, sod, brush, roots, or other perishable material.

d.
For depth of cover over the pipe see design drawings.
Soil material, fine gravel or coarse gravel specified as bedding material shall be durable, non-compressible and be within the grading limits of the Unified Soil Classification System, USCS.  The ASTM specifications for classifying soils are:  ASTM D-2487, Classification of Soils for Engineering Purposes, and ASTM D-2488, Standard Practice for Description and Identification of Soils (Visual Manual Procedure).

The following table lists some general properties of materials suitable for bedding.  Gradation is unique for each soil in the USCS.  The bedding requirements are site specific and shall be shown on the drawings using an identification symbol of the USCS.
	
	
	S.G.
	Size

	Material
	USCS
	(Min.)
	(Max.)

	
	
	
	

	Soil
	SW,SP,SM,SC,ML,CL
	1.75
	#10 Sieve

	Fine Gravel
	SW,SP,SM,SC
	2.00
	3/4-inch

	Coarse Gravel
	GW,GP,GM,GC
	2.40
	3-inch

	
	SW,SP,SM,SC
	
	


4
FINAL GRADING
All disturbed areas shall be graded without surface depressions to blend with the surrounding area.
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Figure 1: Typical Trench Cross Section.  This detail for trenches less than 5 feet deep.
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Figure 2: Typical Trench for trenches greater than 5 feet deep
5
ITEMS OF WORK AND CONSTRUCTION DETAILS FOR THIS PROJECT
If these typical cross-sections conflict with those included with the design drawings, the design drawings shall be followed.





Note:  Initial and Final backfill requirements shall be equal to those shown on figure 1.
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