Misc-C

GENERAL REQUIREMENTS

GENERAL:
This construction plan sets forth the requirements for this installation as shown on the drawings and described in the construction specifications.  The project shall be constructed at the location and to the lines and grades as shown on the drawings in accordance with the construction specifications.  These construction plan documents are only applicable to Farm Bill practices.
RESPONSIBILITIES:
    a. 
Landowner/Operator:

The landowner/operator is the official spokesperson for this project. The landowner/operator is the person who reviewed and approved the construction plan, made all contractual agreements with the contractor, ensures construction is in accordance with the requirements as set forth in the plans, obtains all permits and is financially responsible.  The landowner/operator is the sole person who can authorize any changes during construction that incur financial obligations.

    b.
Technical Representative:

Technical Representative may be a Technical Service Provider or NRCS personal.  The technical representative has the authority to review the practice during construction and conduct necessary tests and quality control reviews to ensure that all work is in compliance with the construction plan.  The technical representative reviews all construction changes and insures that the landowner/operator approves prior to installation.  The technical representative maintains a job diary and/or construction notes and prepares as-built drawings of the project when applicable.

    c.
Contractor:

The contractor has a contractual agreement with the landowner/operator for the project installation as set forth in the construction plan.  The contractor shall not make changes to the construction plan without technical representative and landowner/operator approval.  The contractor shall comply with all applicable permits and conduct the work in a safe and timely manner.

CONSTRUCTION PLAN:
    a.
Specifications:

The construction specifications and material specifications describe minimum acceptable quality of work and materials for the project.  Specifications may also reference a commercial standard such as the American Society of Testing Materials, ASTM, which identifies materials.  Commercial standards set forth the minimum acceptable quality of identified materials within the industry.  If a conflict arises between the drawings and specifications, the specification governs the work and/or material.

b.
Drawings:

The drawings are a visual representation to supplement construction and material specifications. The drawings include location, profiles, sections, details and notes necessary to describe the work.

PERMITS:
All permits, rights of ways, and/or easements that are applicable for the construction and/or operation are the responsibility of the landowner/operator and shall be available for review by the technical representative prior to the start of construction.

SAFETY:
The contractor is responsible for compliance with all state and local laws, ordinances, codes, and/or regulations applicable, including OSHA 1910 and 1926, to the project.  The technical representative will document any safety violations witnessed.

WORKMANSHIP:
The contractor is responsible for damage of any property that occurs during construction.  The construction site shall be maintained in a safe and clean manner.  The contractor will be responsible to restore temporary construction areas to pre-existing condition.
Pollution Control:

When applicable the Contractor is responsible for developing a Storm Water Pollution Prevention Plan (SWPPP) and obtaining the necessary permits from the State of Utah, Department of Water Resources (UDWR).  Applicability is defined by rules and regulations required by UDWR.  The Contractor is responsible for following the approved plan and is liable for any fees or fines resulting from the development/violation of the plan.

A SWPPP shall be submitted to the technical representative before construction activities begin. SWPPP may consist of a written description or plan view drawing of the proposed measures/actions to be taken.  As a minimum the SWPPP shall consist of: 
Chemical pollution: 
The contractor shall provide watertight tanks or barrels or construct a sump sealed with plastic sheets to dispose of chemical pollutants, such as drained lubricating or transmission fluids, grease, soaps, concrete mixer washwater, or asphalt, produced as a by-product of the construction activities. At the completion of the construction work, sumps shall be removed and the area restored to its original condition. Sump removal shall be conducted without causing pollution.

Air pollution:  
The burning of brush or slash and the disposal of other materials shall adhere to state and local regulations.  Fire prevention measures shall be taken to prevent the start or spreading of wildfires that may result from project activities. Firebreaks or guards shall be constructed and maintained at locations shown on the drawings.  
All public access or haul roads used by the contractor during construction of the project shall be sprinkled or otherwise treated to fully suppress dust. All dust control methods shall ensure safe construction operations at all times. If chemical dust suppressants are applied, the material shall be a commercially available product specifically designed for dust suppression and the application shall follow manufacturer's requirements and recommendations. 

The contractor shall maintain equipment in such a manner to avoid pollution of the soil, water, or air.  Washing down, fueling, or servicing of equipment shall not take place in any body of water.  Landowner/operator and the technical representative shall be contacted after any spill.  The Contractor is responsible for all costs and shall clean-up any spill immediately upon discovery.  Clean-up methods shall comply with guidance and methods approved by the Utah Department of Environmental Quality.  

QUALITY CONTROL/QUALITY ASSURANCE:
Quality Control consists of developing, implementing, and maintaining a system to ensure that the specified quality is achieved for all materials and work performed.  The contractor shall maintain a system of quality control to provide the specified material testing and verification of material quality before use. The system activities shall include procedures to verify adequacy of completed work, initiate corrective action to be taken, and document the final results. 

Quality Assurance is performed by the technical representative to insure that the project is being installed per the construction drawings and specifications.  The technical representative is limited to assuring that the quality control system is being followed and is not responsible or authorized to direct construction activities.  
CERTIFICATION:
Inspection of the project will be performed by the technical representative during construction and after the work has been completed.  If deficiencies are found the landowner/operator will be notified by the technical representative verbally and/or in writing regarding corrective actions necessary before certification and payment of the project are made.
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